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Power supply voltage
Voltage range

Power consumption
Ground

Operating temperature
Storage temperature
Operating humidity

Weight
Size





Ｚaxis：Ball screw driven

Y axis：Belt driven

X axis：Belt driven

Max.Stroke
X500mm
Y500mm
Z100mm

Max.Speed
850mm/s

Max.Payload
X:15kg
Z:7kg

Points
30000

Controller
TSC400

Input Voltage
AC110V/220V

Stepping
Motor

Stroke Speed





TOYO Automation Co., Ltd.
Add: No.50, Yongkehuan Road, Yongkang
District, Tainan City, Taiwan.

T:+886-6-2021347 F:+886-6-2025974

TOYO Automation (Shenzhen) Co., Ltd.
Add: 1208 Mingjun Business Center Huarong Road, 
Baoan District, Shenzhen City, China.

T:+86-755-81713415 F:+86-755-81713435

TOYO Robot (Shuzhou) Co., Ltd.
Add: No 586, Zhenxin East Road, Zhangpu
Town, Kunshan City, Jiangsu Province, China.

T:+86-512-86890880 F:+86-512-86890881

Servo Cylinder SeriesElectric Actuator Series

Linear Motor Robots Series AGVS SeriesSingle Robots Series

TOYO Product Lineup


